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Industrial Wood Fiber Boards: Storage Recommendations 
 
 
Richwood Industries, Inc., a Distributor of Industrial Wood Fiber Boards, offers the following 
products and specifications: 
                

Thickness Part Number W x L 
(inches) 

Width 
Tolerance 

Length 
Tolerance 

Thickness 
Tolerance 

3/8” 

BIN034997 49” X 97” +1/8”, -0 +1/8”, -1/8” +/-.034” 

BIN03402 
48” x 144 
3/16” 

+1/8”, -1/8” +1/8”, -0 +/-.034” 

BIN349121 49” x 121” +1/8”, -0 +1/8”, -1/8” +/-.034” 

7/16” BIN044996 49” x 97” +1/8”, -0 +1/8”, -1/8” +/-.040” 

½” 

BIN0548596 49” x 97” +1/8”, -0 +1/8”, -1/8” +/-.045” 

BIN0540 48” x 120” +1/8”, -1/8” +1/8”, -1/8” +/-.045” 

BIN49144 
49” x 144 
3/16” 

+1/8”, -1/8” +1/8”, -0 +/-.045” 

 

 
Industrial Wood Fiber Boards can be used for Tackboards, wall coverings, industrial 
packaging, coating or lamination. 
 
 
Storage and Application Precautions* 
 
The following precautions are strongly recommended to prevent warpage of the product: 
 

 Keep boards banded  

 Once unbanded, keep a cover sheet on the top of the boards 

 In applications, each board must be framed to prevent warping 
 
*These precautions may not address all concerns associated with storage and use.  It is the responsibility of the user of this 
product to establish appropriate storage and use practices. 

 


